
Tvätthall
STILLA  & GUELL

IP66

STILLA
Tvätthall för lastbil

GUELL 2
KIA, Hisings Kärra 



L70 B10 150.000h

GUELL 1

L70 B10 75.000h

Tvätthallsarmatur IP66

Armaturer lämpade för extrema miljöer

STILLA

Färg E.nr W lm K Spridning

Grå 77 616 38 51 6505 4000 Asymmetrisk 40°

L70 B10 150.000h

GUELL 2

Färg E.nr W lm K Spridning

Grå 77 616 29 74 10030 4000 Asymmetrisk 40°

Tillbehör E.nr

Förstärkningsplåt till GUELL 2 77 619 47

Tillbehör E.nr

Förstärkningsplåt till GUELL 1 77 619 46

Tillbehör E.nr

Justerbart tak- & väggfäste 72 166 81 

Färg E.nr W lm K Längd

Grå 72 166 79 38 4920 4000 1224 mm

Grå 72 166 80 48 6020 4000 1524 mm
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Scan Interlight AB   Tel: +46 (0)31 27 00 69
Arnegårdsgatan 10   info@scaninterlight.se
431 49 Mölndal   www.scaninterlight.se

Säljs och lagerhålls av din elgrossist
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Genomkoppling1
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ALUMAX LED A D
1.2� 624 max. 534
1.4� 1224 max. 1134
1.5� 1524 max. 1434
2.2� 624 max. 534
2.4� 1224 max. 1134
2.5� 1524 max. 1434
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Always close the clips symmetrically from the middle to the sides of the lamp!

Properties of heat toughened glass and its susceptibility to breaking follow standard EN 12150-1. 

Installation can only be carried out by an authorized person and according to the mounting instructions. Any 
other installation is considered to be improper. For well installation and good luminaire work is necessary 
ensure a planarity of a mounting surface. Make sure that the luminaire is always disconnected from the power 
supply before the installation work. Do not use the luminaire if damaged or if damaged the power cable. Only 

dispose the luminaire or its parts as household waste, but make the proper recycling.
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Always close up both opposite clips at once!!!
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Don‘t open when the luminaire is alive!

The four end clips must be 
secured by the attached plates 

and screws.
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∑lm ∑lm ∑lm
1.2� 1300 32 50 52 85
1.4� 2600 32 50 52 85
1.4� 3200 10 16 16 26
1.5� 3250 4000 10 16 16 26

16A B  10A C  16A C  10A B  

2.2� 2600 32 50 52 85
2.2� 3200 10 16 16 26
2.4� 5200 6400 10 16 16 26
2.5� 6500 8000 10 16 16 26

1600 2200

4400
5500

4400
8800

11000

The light source in this luminaire  may 
be replaced only by the manufacturer 
or its contractual service technician or 

Table of maximal number 
of luminaires in one line
Length

        ∑ 
luminaires

        ∑ 
luminaires

        ∑ 
luminaires

        ∑ 
luminaires

IP66 220-240V
50/60Hz

A
D 105

57

LED A D
14W  624 max. 234
37W 1224 max. 1224
46W 1524 max. 1524

LED A D
38W 1224 max. 1134
48W 1524 max. 1434

Justerbart tak- & väggfäste




